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W&H Roto Quick couplings 
enable the versatile use of 
instruments with Ring LED+, 
LED+, LED and halogen light
›	 Click and pull
›	� Continuous regulation of the 

spray water supply
›	� Clean head system
›	 �Sterilizable
›	� 24-month guarantee

W&H RM-34 LED coupling
for Multiflex®*** connection
›	� Use of LED without requiring 

changes to an optic dental unit
›	 Long LED service life
›	 Continuous regulation of the 

spray water supply
›	 �Clean head system
›	 24-month guarantee

Synea Fusion:  
Synea turbines with 
maximum efficiency
User comfort with no compromises and top 
performance combined with outstanding
cost-efficiency: Discover the advantages of the 
new Synea Fusion line!

Optimum cooling of four sides
Constant cooling and optimal
cleaning of the treatment site
thanks to 4x spray. 

Experience LED+
Excellent illumination with
natural colour rendering and
optimal positioning of the LED.

Further advantages at a glance
›	� Outstanding ergonomics
›	� Low weight
›	� Especially quiet rotor
›	� Low-noise operation
›	� Ceramic ball bearings
›	� Hygienic head system
›	� Long service life
›	� Quality made in Austria
›	� Thermo washer disinfectable  

and sterilizable

Synea Fusion: 
Technical data

Types:
TG-97 L / TG-97 L RM /  
TG-97 LM / TG-97 L N / 

TG-97

TG-98 L / TG-98 L RM /  
TG-98 LM / TG-98 L N / 

TG-98
Light: LED + / LED + / compact glass rod / 

compact glass rod /–
LED + / LED + / compact glass rod / 

compact glass rod /–

CRI (LED version): > 90 > 90

Colour temperature (LED version): 5,500 K 5,500 K

Luminous flux (lumens): 6.0 / 6.0 / 4.0** / depending on coupling / – 6.0 / 6.0 / 4.0** / depending on coupling / –

Illuminating power: 25,000 Lux 25,000 Lux

Coupling: 
 
 

1 �Roto Quick 
RM-connection

2 �Multiflex®*** 
NSK Mach®***

1 �Roto Quick 
RM-connection

2 �Multiflex®*** 
NSK Mach®***

Head size: Ø 10 mm Ø 11.5 mm

Head height: 21.1 mm
(with bur 19 mm)

21.4 mm
(with bur 19 mm)

Power*: 18 W 21 W

rpm (min-1): 390,000 360,000

Rotary instruments: FG bur, as per ISO 1797-1, with Ø 1,6 mm

Max. operating part diameter: 2 mm 2 mm

Max. length: 21 mm 25 mm

Weight: 40 g / 43g / 68 g / 52 g / 40 g 42 g / 44 g / 70 g / 53 g / 42 g

Roto Quick connection operating pressure:
Multiflex® connection operating pressure:

3 ± 0,3 bar
2.5 to 4 bar

3 ± 0,3 bar
2.5 to 4 bar

Spray outlets: 4x 4x

Volume: 59 dB (A) 59 dB (A)

*	 Performance value applies at a rated pressure of 3 bar and exhaust air pressure of max. 0.2 bar
**	 Values apply for use of RM-34 LED with DC power supply
***	Multiflex® and NSK Mach® are trademarks of third parties not affiliated with W&H Dentalwerk Bürmoos GmbH
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The choice is yours
Choose between the two different head sizes and then select the connection which suits your 
coupling system. The W&H Roto Quick offers you unbeatable LED+ light and convenient 360° rotation.
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Validated
process

Cleaning result

above 99 per cent

Sterilization 
in record time

Cleaned, serviced, sterilized. 
The Assistina 3x3 cleaning process, 
in combination with the Lisa fast cycle, reduces 
the overall preparation time. You can use the 
instruments again after only 19 minutes.

Wipe disinfection
Disinfect the instruments
before cleaning and servicing
by wiping them.

Cleaning and care
The Assistina 3x3 cleans 
and services three instruments
inside and outside in just
6 minutes.

Sterilization
With the Lisa fast cycle, the
instruments can be removed
from the sterilizer ready for
use after only 13 minutes.

Assistina 3x2
The Assistina 3x2 prepares
instruments in two stages:
internal cleaning, lubrication.

Maintenance at the
press of a button
The validation of the cleaning
process is confirmed by expert
opinion and can be viewed 
at wh.com.

Assistina TWIN
First reprocessing device for dental
instruments which is equipped with
two process chambers that can be
used alternately.

Hygiene & maintenance
of your turbines

Finish

Start

W&H Technical Service
»The better the care, the longer the pleasure.«
Regular cleaning and care of your instruments
protects them against premature wear and
unnecessary service costs.

Instruments

Straight and contra-
angle handpiece Turbines

Lisa Mobile App
 
Traceability

LisaSafe
 
Labelling

Seal² 

Packaging

Lisa / Lina
 
Sterilization

Multidem
 
Water treatment

Assistina 3x3
 

Internal cleaning 
of spray channels 
and transmission 

parts
External cleaning

Lubrication

Assistina 301

Cleaning of the
spray channels

Lubrication

Assistina TWIN
 

Cleaning of the
spray channels

Lubrication

You can find the exact work process for preparation of 
transmission instruments and motors at wh.com.
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Ignaz-Glaser-Straße 53, Postfach 1
5111 Bürmoos, Austria
t +43 6274 6236-0
f +43 6274 6236-55
office@wh.com
wh.com


